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Overview
• Company background 

• Manufacturing 

• Pneumatic conveying 

• New advancements 
• Acoustic enclosures 
• Automatic adjusting motor bases 
• Sight glass tools
• In-Line filter
• New filter silencer design

• Maintenance 
• Oil 
• Filter changes
• Maintenance checks 
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Company Background 



Raw Materials



Rotor Machining



Endplate/Cylinder Machining



Blower Assembly and Testing



Pneumatic 
Conveying
Data sheet • Thru put (cwts/hr.)

• Conveying length

• Line size

• # conveying 90’s / 45’s



Calculation 
and Blower 
Selection



Weather Proof Acoustic Enclosure



• Removable panels for oil changes, replacing parts.



• Double doors for easy access tightening belts or replacing a filter 



• Thermostat set @ 70°F 

Exhaust Fan



Blower pressure (PSIG) 

Discharge temperature (ºF) 

Filter minder (“WC)

Gauges



Vibration Pads

• Reduce vibration
• Improve quieter operation



• < 75 dba. @ 15 psig (3ft. field conditions)

• Weather proof

• Residential areas

• Outdoor applications   

Key Benefits 



Knock Down Acoustic Enclosure

• Alternative to acoustic enclosure



Automatic Adjusting Motor Bases

Key Benefits

• Less maintenance

• Automatic belt tensioning

• Increased bearing life

• Energy efficiency ($)



Automatic Adjusting Motor Bases 



TL10-TL90 TL100-TL120

Sight Glass Tools



Sight Glass Tools



In-line Filter





New Filter Silencer Design
Old Design New Design



Sound Deadening Foam

Discontinued

• Urethane coated 
• Does not peel or crack 
• Non hazardous (OSHA)

New Material



• Use synthetic or food grade synthetic oil in all 
blowers 

• New blowers – change oil after first 100 working 
hours

• Regular oil changes every 2000 working hours

• Check oil level/quality every 500 hours. 

Oil Tips



Mobil SHC 630 - Synthetic

• High temperature resistance

• High Viscosity Index

• Reduce friction

• Rust and corrosion prevention



Mobil Cibus 220- Food Grade Synthetic

• FDA / NSF registered lubricants

• Low Potential of leakage

• Rust and corrosion prevention



• Daily operating checks:
• Outlet temperature
• Discharge pressure 
• Power absorbed 

• Every 500 hours check: 
• Oil condition 
• Belt wear
• Coupling inserts 

• Filter minder on all blowers 

Maintenance Tips



THANK YOU!

1-800-388-1339
sam@blowerengineering.com

Blower Engineering
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